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INSTALLATION GUIDELINE

RASCOtec Injection Channel

PERSONAL PROTECTIVE EQUIPMENT
 wear suitable protective gloves and goggles

GENERAL
 always fix channels to cementitious base
 do not fix to expanded metal or support plates for reinforcement units
 there is no need to remove drill dust
 ensure that entire injection channel fits tightly to base
 base should be swept clean and at least 24 hours old

FIXING SCHEME

INCORPORATION  
(GROUND SLABS,  SUSPENDED SLABS,  WALLS)

 for element thicknesses up to 40 cm: along centreline of element
 for element thicknesses exceeding 40 cm: 20 cm from grouting side

FIXING
 position injection channel on swept base
 drill all specified holes with 6 mm bit
 fix using RASCOfix nail plugs (type 6/60) 
 any specified holes not required shall be sealed
 (e.g. with adhesive tape)
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Rascor International Ltd.
Gewerbestrasse 4
CH-8162 Steinmaur / Switzerland
Phone: + 41 ( 0 ) 44 857 11 11
Fax: + 41 ( 0 ) 44 857 11 00
www.rascor.com

LEGAL NOTICE: The information provided on the use and application of our products in this technical 

data sheet is based on the present state of our knowledge. The customer shall bear sole 

responsibility for the proper specification, application and use of the products in line with the intended 

purpose, project-specific conditions and external actions. The most recent technical data sheet shall 

apply. The current technical data sheets are available at www.rascor.com. Our General Terms of 

Business shall form an integral part of this technical data sheet.
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GROUTING SECTION LENGTH
 the optimum grouting section length
 (i.e. continuous length for grouting) totals approx. 6-8 m

CONNECTIONS WITHIN GROUTING SECTION
 tightly butt and fix injection channels
 cover joint with connector cap and fix

90°  ANGLE WITHIN GROUTING SECTION
 connect injection channels with 90° angle and fix
 ensure continuity of the foam insert at the angle
 (i.e. channel foam shall directly abut angle foam block)

GROUTING SECTION ENDS
 fit hydrophilic stoppers at grouting section ends
 leave 5-7 cm gap between grouting section ends
 mark grouting section ends

GROUTING SECTION ENDS AT 90°  ANGLE
 fit hydrophilic stoppers at grouting section ends
 leave 5-7 cm gap between grouting section ends
 mark grouting section ends

GROUTING SECTION ENDS WITH CONNECTOR HOSE
 leave 5-7 cm gap between grouting section ends
 push on feeder caps and fix
 push on connector hose, carry to the outside and secure

GROUTING SECTION ENDS WITH TARGET
 leave 5 - 7 cm gap between grouting section ends
 push on feeder cap and fix
 place target on grouting side within reinforcement and connect
 to injection channel
 mark exact location of target 


